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(1) Option one. Place all of the con-
tents of all 19-liter samples that you
collected into a 209 liter (55 gallon)
drum or similar sized, cylinder-shaped
container. Completely close the con-
tainer, and roll it 10 or more complete
revolutions to mix the contents.

(2) Option two. Add the 19-liter sam-
ples one at a time to a 209 liter (b5 gal-
lon) drum. Between the addition of
each 19-liter sample, stir the composite
using a broom handle or similar long,
narrow, sturdy rod that reaches the
bottom of the container. Stir the mix-
ture for a minimum of 10 complete rev-
olutions of the stirring instrument
around the container at a distance ap-
proximately half way between the out-
side and center of the container.

(b) Selecting a 19-liter subsample from
the composite. Once the composite is
mixed, pour the mixture of waste out
on a plastic sheet and either divide it
into 19-liter size piles or make one
large pile.

(1) From 19-liter sized piles, use a
random number generator or random
number table to select one of the piles.

(2) From one large pile, flatten the
pile to a depth of 30 cm and divide it
into 4 quarters of equal size. Use a ran-
dom number generator or random num-
ber table to select one quarter of the
pile. Further divide the selected quar-
ter pile into 19-liter portions and use a
random number generator or random
number table to select one 19-liter por-
tion. A square having a 25 cm side or a
circle having a diameter of approxi-
mately 28.5 cm when projected down-
wards 30 cm equals approximately 19 1i-
ters.

(c) Transferring the sample to the ana-
lytical laboratory. Place the selected 19-
liter subsample in a container, ap-
proved for shipment of the sample, to
the chemical extraction and analysis
laboratory, for the next step in sample
selection in accordance with §761.353.

§761.353 Second level of sample selec-
tion.

The second level of sample selection
reduces the size of the 19-liter sub-
sample that was collected according to
either §761.347 or §761.348 and subsam-
pled according to §761.350. The purpose
of the sample size reduction is to limit
the amount of time required to manu-

§761.355

ally cut up larger particles of the waste
to pass through a 9.5 millimeter (mm)
screen.

(a) Selecting a portion of the subsample
for particle size reduction. At the chem-
ical extraction and analysis labora-
tory, pour the 19-liter subsample onto a
plastic sheet or into a pan and divide
the subsample into quarters. Use a ran-
dom number generator or random num-
ber table to select one of these quar-
ters.

(b) Reduction of the particle size by the
use of a 9.5 mm screen. Collect the con-
tents of the selected quarter of waste
resulting from conducting the proce-
dures in paragraph (a) of this section
and shake the waste in a 9.5 mm
screen. Separate the waste material
which passes through the screen from
the waste material which does not pass
through the screen. Manually cut or
otherwise reduce the size of all parts of
the waste portion which did not pass
through the 9.5 mm screen, such that
each part of the waste shall pass
through the 9.5 mm screen by shaking.

(c) Drying the reduced particle size
waste. Dry all of the waste portion re-
sulting from conducting the procedures
in paragraph (b) of this section, from 10
to 15 hours in a drying oven at 100 °C.
Allow the dried waste to cool to room
temperature.

(d) Mixing the dried waste. Place all of
the waste resulting from conducting
the procedures in paragraph (c) of this
section in a 19-liter pail or similarly
sized, cylinder-shaped container. Mix
the dried material according to one of
the two following options:

(1) First mizing option. Completely
close the container and roll the con-
tainer a minimum of 10 complete revo-
lutions to mix the contents.

(2) Second mixing option. Use a sturdy
stirring rod, such as a broom handle or
other device that reaches the bottom of
the container, to stir the waste for a
minimum of 10 complete revolutions
around the container at a distance ap-
proximately half way between the out-
side and the center of the container.

§761.355 Third level of sample selec-
tion.

The third level of sample selection
further reduces the size of the sub-
sample to 100 grams which is suitable

985



		Superintendent of Documents
	2013-08-15T03:49:48-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




